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Chimney liner system <SWK>,<SWKZ>

Chimney liner system <SWK> single-walled chimney liners and 
ducts, made of acid-resistant chrome-nickel steel sheet (type 1.4404 
according to DIN 17441). They protect the inner surfaces of ceramic 
chimneys (exhausting wet fumes from oil and gas fired appliances), 
from the destructive functioning of acids. 

Maximum working temperature  -  450oC
The system of single walled chimney liners allows the adjustment of 
already existing chimney ducts to new specific working conditions.

Certificate of Factory Production Control 1450-CPD-0007 issued by 
INig Cracow. Marked with CE sign.

DesCriPtion

aPPliCation of Chimneys anD reCommenDeD sheet thiCknesses

Destination

W
S 
D

measurements

table of layouts anD sizes

Lr  
Dz 
Dw
Dk 
S

- ventilation ducts
- flue ducts 
- smoke ducts

- metal sheet layout [mm]±0,1
- outer diameter of pipe [mm]±0,1
- inner diameter of pipe [mm]±0,1
- inner diameter of bell joint [mm]±0,1
- metal sheet thickness [mm]

W,S D W

Diameter
DN 1.4404 1.4828 1.4301

80 0.5 - 0.6

100 0.5 - 0.6

110 0.5 - 0.6

120 0.5 1.0 0.6

130 0.5 1.0 0.6

140 0.6 1.0 0.6

150 0.6 1.0 0.6

160 0.6 1.0 0.6

180 0.6 1.0 0.6

200 0.6 1.0 0.6

225 0.6 1.0 0.6

250 0.8 1.0 0.8

280 0.8 1.0 0.8

300 0.8 1.0 0.8

325 0.8 1.0 0.8

350 0.8 1.0 0.8

400 1.0 1.0 1.0

450 1.0 - 1.0

500 1.0 - 1.0

Diameter
DN Lr Dz Dw Dk S

80 250 80.1 79.1 81.1

0.5

100 315 100.8 99.8 101.8

110 350 111.9 110.9 112.9

120 385 123.0 122.0 124.0

130 415 132.6 131.6 133.6

140 440 140.7 139.5 141.7

0.6

150 475 151.8 150.6 152.8

160 505 161.4 160.2 162.4

180 570 182.0 180.8 183.0

200 630 201.1 199.9 202.1

225 710 226.6 225.4 227.6

250 790 252.3 250.7 253.3

0.8

260 818 261.2 259.6 262.2

280 880 280.9 279.3 281.9

300 945 301.6 300.0 302.6

325 1020 325.5 323.9 327.0

350 1100 350.9 349.3 352.4

400 1260 402.1 400.1 403.6

1.0450 1415 451.4 449.4 452.9

500 1575 502.3 500.3 503.8

Heat resistant chimney liner system <SWKZ> single-walled 
chimney liners, made of heat-resistant chrome-nickel steel sheet 
(type 1.4828 according to DIN 17441). They protect inner surfaces 
of ceramic chimneys extracting fumes from wood fired heating de-
vices. 
Maximum working temperature  -  600oC
The system of single walled heat resistant chimney liners allows the 
adjustment of already existing chimney ducts to new specific wor-
king conditions.
Certificate of Factory Production Control 1450-CPD-0007 issued by 
INig Cracow. Marked with CE sign.

Round pipes and fittings, made of chrome-nickel steel sheet (type 
1.4301 according to DIN 17441), are to be applied for constructing 
ducts of mechanical and gravitational ventilation systems, air-he-
ating and air-conditioning installations.  
Maximum working temperature  -  250oC



1 0

1

2

3

4

5
6
7
8

 9

13

12

11

10

··

··
·

·
·

·

·

·

·

·

·

·

1

2

3

4

5

6
7
8

 9

13

12

11

10

·

···

·

·

·

·

·

·

·

·

·

7

59

R5

  
 6

3
60

 
O

>2
50

2

1

1

2

3

4

5
6
7
8

 9

13

12

11

10

··

··
·

·
·

·

·

·

·

·

·

·

1

2

3

4

5

6
7
8

 9

13

12

11

10

·

···

·

·

·

·

·

·

·

·

·

7

59

R5

   
63

60
 

O
>2

50

2

1

1

2

3

4

5
6
7
8

 9

13

12

11

10

··

··
·

·
·

·

·

·

·

·

·

·

1

2

3

4

5

6
7
8

 9

13

12

11

10

·

···

·

·

·

·

·

·

·

·

·

7

59

R5

  
 6

3
60

 
O

>2
50

2

1
CATALOGue

2013

Chimney liner system <SWK>,<SWKZ>

bell joint of the PiPe

Individual elements of the chimney system are being joint by the 
way of pushing one part of the element - a spigot, into the other 
press-formed part of the element - a bell. Thanks to this type of 
pipe joining, chimney liner is characterized by very tight and stiff 
construction. It also assures the proper flow of condensate, along 
walls of the chimney  straight to the condensate drain bowl.

moDel aPPliCation of the elements

Fig. The method of joining single-walled pipe elements.

1.Spigot
2.Bell

Fig. An example of a single walled chimney construction                   
(rigid pipes)

Fig. An example of a single walled chimney construction                 
(flexible pipes)

Pos Name Denotation

1 Condensate drain bowl MS150-CH

2 Clean out element WC150-CH6

3 Tee 90o TR150/90-CH6

4 Intermediate support PP150-CH6

5 Stabilizing brackets OU150-CH

6 Straight pipe 1m RP150/1000-CH6

7 Roof plate PD150-X

8 Rain collar KPD150-X

9 Cap DK150-CH6

10 Doors DW125X185

11 Rosette ROZ150-H17

12 Telescopic pipe RT150/2X250-CH6

13 Adjustable elbow 0-90° KNU150/90-CH6

Pos Name Denotation

1 Condensate drain bowl MS150-CH

2 Clean out element WC150-CH6

3 Tee 90o TR150/90-CH6

4 Flexible pipe bell-type connector ZST150-CH6-K

5 Stainless flexible pipe RESF 150-CH

6 Flexible pipe spigot-type connector ZST150/150-CH6-N

7 Roof plate PD150-X

8 Rain collar KPD150-X

9 Cap DK150-CH6

10 Doors DW125X185

11 Rosette ROZ150-H17

12 Telescopic pipe RT150/2X250-CH6

13 Adjustable elbow 0-90° KNU150/90-CH6

fo
r

Dz

Dk

Dw
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Chimney liner system <SWK>,<SWKZ>

1. straight PiPe rP

PICTURE MEASUREMENTS

diameter DN

RP   m   x  / L  -  m   s

length [mm] 

material

sheet thickness

DENOTATIONS / PRODUCT CODES MATERIALS

2. straight PiPe 1000 with mounting hanDles ru

DENOTATIONS / PRODUCT CODES MATERIALS

PICTURE MEASUREMENTS

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 1.20 1.50 1.70 1.85 2.00 2.10 2.30 2.40 2.75 3.00 3.40 3.80 4.55 5.30 6.05 6.80 7.55

denotation for heat resistant steel sheet

straight pipe

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - sheet thickness 0,5 mm

6 6 - 6 - sheet thickness 0,6 mm

8 8 8 8 - sheet thickness 0,8 mm

1 1 1 1 - sheet thickness 1,0 mm

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 1.20 1.50 1.70 1.85 2.00 2.10 2.30 2.40 2.75 3.00 3.40 3.80 4.55 5.30 6.05 6.80 7.55

diameter DN

RU   m   x  / 1000  -  m   s

length [mm] 

material

sheet thickness

denotation for heat resistant steel sheet

straight pipe with mounting handles 

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
 s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

RP

RU



1 2

CATALOGue

2013

Chimney liner system <SWK>,<SWKZ>

3. straight raDiator PiPe rPzz

PICTURE MEASUREMENTS

diameter DN

RPZ   Z   x  / L  -  Z   s

length [mm] 

material

sheet thickness

DENOTATIONS / PRODUCT CODES MATERIALS

4. raDiator banD oPz

DENOTATIONS / PRODUCT CODES MATERIALS

PICTURE MEASUREMENTS

Diameter DN Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300

fo
r s

=1
.0Dz 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6

Dk 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6

Weight [kg] 6.05 6.60 7.15 7.60 8.20 9.10 10.15 11.45 12.75 15.30

denotation for heat resistant steel sheet

straight radiator pipe 

Destination 
- - - W - ventilation ducts

- - - S - flue ducts  

- - D D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

- - 8 8 - Sheet thickness 0,8 mm

- - 1 1 - Sheet thickness 1,0 mm

OPZ   x   / L 

radiator band 

diameter DN

length [mm] 

Destination 
- - - W - ventilation ducts

- - - S - flue ducts  

- D - D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- 6 - 6 - Sheet thickness 0,6 mm

- - - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

Diameter DN Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300

fo
r s

=0
.6

Dw 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6

Weight [kg] 2.90 3.30 3.60 3.80 4.10 4.60 5.10 5.80 6.45 7.75

RPZZ

OPZ
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Chimney liner system <SWK>,<SWKZ>

5. single walleD flexible stainless PiPe resf

PICTURE MEASUREMENTS

single walled flexible stainless pipe

RESF   x  / L  -  CH

diameter DN

length [mm] 

material

DENOTATIONS / PRODUCT CODES MATERIALS

6. Double-walleD flexible stainless PiPe Duoflex Duo

DENOTATIONS / PRODUCT CODES MATERIALS

PICTURE MEASUREMENTS

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200

fo
r s

=0
.1

2

Dw 80 100 110 120 130 140 150 160 180 200

Dz 87 107 107 127 137 147 157 167 187 207

Weight [kg] 0.70 0.90 1.00 1.10 1.20 1.25 1.35 1.45 1.65 1.80

Destination 
W - - W - ventilation ducts

S - - S - flue ducts  

- - - D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
s

12 - - 12 - Sheet thickness 0,12 mm

- - - 6 - Sheet thickness 0,6 mm

- - - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

DUO   x   / L  -  CH

diameter DN

length [mm]

material

Destination 
W - - W - ventilation ducts

S - - S - flue ducts  

D - - D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
s

2x12 - - 12 - Sheet thickness 0,12 mm

- - - 6 - Sheet thickness 0,6 mm

- - - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

Maximum length:15 [m]
Minimal bending radius: 3D
Max.working temp: 600oC

Weight of 1mb of flexible pipe

Maximum length:30 [m]
Minimal bending radius: 0,4 [m]
Max.working temp: 600oC

Weight of  1m of flexible pipe

Diameter DN Ø130 Ø150 Ø180 Ø200

fo
r s

=2
x0

.1
2

Dw 130 150 180 200

Dz 137 157 187 207

Weight [kg] 2.40 2.70 3.20 3.60

double-walled flexible stainless pipe DUOFLEX

RESF

DUO
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Chimney liner system <SWK>,<SWKZ>

7. Duoflex ConneCting ClamP Duo-op-Z

PICTURE MEASUREMENTS

DUOFLEX

DUO  -  OP  -  x  -  Z

connecting clamp

diameter DN

denotation for heat resistant steel sheet

DENOTATIONS / PRODUCT CODES MATERIALS

8. rosette roz

DENOTATIONS / PRODUCT CODES MATERIALS

PICTURE MEASUREMENTS

Diameter DN Ø130 Ø150 Ø180 Ø200 Ø225

fo
r s

=0
.8

Weight [kg] 0.14 0.15 0.17 0.18 0.19

Destination 
- - W W - ventilation ducts

- - S S - flue ducts  

- - D D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

- - 8 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

ROZ   x   -  H17 

rosette

diameter DN

material

Destination 
W - - W- ventilation ducts

S - - S - flue ducts  

D - - D - smoke ducts

Material

H17 - - H17 - chrome steel 1.4016

- - - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
 s

5 - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

- - - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.5Dwr [mm] 86 106 116 126 136 146 156 166 186 206 231 256 306 356 406 456 506

Dzr [mm] 157 177 188 207 217 227 247 257 277 297 322 347 398 448 498 548 598

Weight [kg] 0.12 0.14 0.16 0.18 0.19 0.21 0.23 0.25 0.28 0.30 0.34 0.37 0.44 0.51 0.58 0.65 0.72

DUO-OP-Z

ROZ
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Chimney liner system <SWK>,<SWKZ>

9. single walleD flexible PiPe ConneCtor resf Zst

PICTURE MEASUREMENTS

single walled flexible pipe connector

ZST   x  -  m   s

diameter DN

material

sheet thickness

DENOTATIONS / PRODUCT CODES MATERIALS

10. single walleD flexible PiPe sPigot-tyPe ConneCtor  zst-n

PICTURE MEASUREMENTS

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200

fo
r s

=0
.6

Dz 78 98 108 118 128 138 148 158 178 198

Weight [kg] 0.18 0.22 0.25 0.27 0.29 0.31 0.34 0.36 0.40 0.44

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - - D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
s

5 5 - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

- - - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

ZST   x   / L  -  m   s  -  N

material

sheet thickness

spigot

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - - D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
s

5 5 - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

- - - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

length

DENOTATIONS / PRODUCT CODES MATERIALS

diameter DN

single walled flexible pipe connector

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200

fo
r s

=0
.6Dz 78 98 108 118 128 138 148 158 178 198

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2

Weight [kg] 0.18 0.22 0.25 0.27 0.29 0.31 0.34 0.36 0.40 0.44

ZST

ZST-N
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Chimney liner system <SWK>,<SWKZ>

11. single walleD flexible PiPe bell-tyPe ConneCtor zst-k

PICTURE MEASUREMENTS

diameter DN

ZST   x  -  m   s  -  K

material

sheet thickness

bell

DENOTATIONS / PRODUCT CODES MATERIALS

12. reDuCer (bell-tyPe) rD-r

DENOTATIONS / PRODUCT CODES MATERIALS

PICTURE MEASUREMENTS

Destination 
W W - W -ventilation ducts

S - - S - flue ducts  

- - - D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
s

5 5 - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

- - - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

Destination 
W W - W -ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
 s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 0.18 0.23 0.25 0.28 0.30 0.32 0.34 0.36 0.41 0.45 0.51 0.57 0.68 0.79 0.90 1.00 1.13

single walled flexible pipe connector

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200

fo
r s

=0
.6

Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2

Weight [kg] 0.18 0.22 0.25 0.27 0.29 0.31 0.34 0.36 0.40 0.44

material

RD   m   x  /  y  -  m   s  -  R  /  w

sheet thickness

bell-type

version

diameter DN2

diameter DN1

denotation for heat resistant steel sheet

reducer

Diameter differences range: DN2-DN1≤20 mm

ZST-K

RD-R
bell bell bell

bellspigot spigot spigot

spigot
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Chimney liner system <SWK>,<SWKZ>

13. reDuCer (segmenteD-tyPe)  rD-s

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

PICTURE MEASUREMENTS

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

AD   m   x  -  m   s

diameter DN

material

sheet thickness

Destination 
W - - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

8 - 8 8 - Sheet thickness 0,8 mm

1 - 1 1 - Sheet thickness 1,0 mm

denotation for heat resistant steel sheet

DENOTATIONS / PRODUCT CODES MATERIALS

adapter for DUOFLEX

Diameter DN Ø130 Ø150 Ø180 Ø200 Ø225

fo
r s

=1
.0Dk 133.9 153.0 183.4 202.3 227.8

Dw 138 158 188 208 233

Weight [kg] 0.50 0.60 0.70 0.75 0.85

14. aDaPter for Duoflex flexible PiPe  AD

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] depends on measurements

material

RD   m   x  /  y  -  m   s  -  S  /  w

sheet thickness

segmented-type

version

diameter DN2

diameter DN1

denotation for heat resistant steel sheet

reducer

Diameter differences range:DN2-DN1>20 mm

AD

RD-S

spigot spigot

spigot

spigot

bell bell bell
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Chimney liner system <SWK>,<SWKZ>

15. reDuCing aDaPter ADZr-Z1

PICTURE MEASUREMENTS

reducing adapter

ADZR   x  -  Z   s

diameter DN

material

sheet thickness

DENOTATIONS / PRODUCT CODES MATERIALS

16. bell- tyPe aDaPter Zmu

DENOTATIONS / PRODUCT CODES MATERIALS

PICTURE MEASUREMENTS

Destination 
- - - W -  ventilation ducts

- - - S - flue ducts  

- - D D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

- - 8 8 - Sheet thickness 0,8 mm

- - 1 1 - Sheet thickness 1,0 mm

Destination 
W - - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

8 - 8 8 - Sheet thickness 0,8 mm

1 - 1 1 - Sheet thickness 1,0 mm

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 0.18 0.23 0.25 0.28 0.30 0.32 0.34 0.36 0.41 0.45 0.51 0.57 0.68 0.79 0.90 1.00 1.13

Diameter DN Ø130 Ø150 Ø180 Ø200

fo
r s

=1
.0Dk 133.9 153.0 183.4 202.3

Dz 128 148 178 198

Weight [kg] 0.50 0.60 0.70 0.75

ZMU   m   x  -  m   s

diameter DN

material

sheet thickness

denotation for heat resistant steel sheet

bell type adapter

ADZR-Z1

ZMU
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17. sPigot-tyPe aDaPter Zny

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

PICTURE MEASUREMENTS

Destination 
W - - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

8 - 8 8 - Sheet thickness 0,8 mm

1 - 1 1 - Sheet thickness 1,0 mm

DENOTATIONS / PRODUCT CODES MATERIALS

DN 120 130 140 150 160 180 200 225

DC 140 150 160 170 180 200 220 250

Weight [kg] 0.70 0.80 0.90 1.00 1.10 1.20 1.30 1.45

18. angular wall insert with roPe for CeramiC Chimneys wkk-cs

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6

Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Weight [kg] 0.18 0.23 0.25 0.28 0.30 0.32 0.34 0.36 0.41 0.45 0.51 0.57 0.68 0.79 0.90 1.00 1.13

ZNY   x  -  m   s

diameter DN

material

sheet thickness

spigot-type adapter

inner diameter of ceramic tee DC

WKK-CS   x  /  y  /  45  -  Z   s

angle 45o

material

sheet thickness

nominal diameter DN

wall insert with rope for ceramic chimneys

Angular wall insert allows to connect the stove to a chimney at 45o  angle.

WKK-CS

ZNY

Destination 
- - - W - ventilation ducts

- - - S - flue ducts  

- - D D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

- - 8 8 - Sheet thickness 0,8 mm

- - 1 1 - Sheet thickness 1,0 mm
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19. wall insert for CeramiC Chimneys wkc

PICTURE MEASUREMENTS

nominal diameter DN

WKC   x  / y  -  m   s

inner diameter of ceramic tee DC

material

sheet thickness

DENOTATIONS / PRODUCT CODES DENOTATIONS / PRODUCT CODES

MATERIALS

Destination 
- - - W -ventilation ducts

- - - S - flue ducts  

- - D D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

- - 8 8 - Sheet thickness 0,8 mm

- - 1 1 - Sheet thickness 1,0 mm

wall insert for ceramic chimneys

inner diameter of ceramic tee DC 

WKC   x  / y  -  m   s  -  S

material

sheet thickness

segmented version

nominal diameter DN

wall insert for ceramic chimneys

This wall insert protects ceramic chimney tees from dama-
ges caused by thermal expansion of metal elements of the 
chimney connection.

TABLE OF VERSIONS AND AVAILABLE DIAMETERS

Diameter Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250

Ø120 WKC WKC WKC WKC WKC WKC-S WKC-S WKC-S WKC-S

Ø130 WKC-S WKC WKC WKC WKC WKC-S WKC-S WKC-S WKC-S

Ø140 WKC-S WKC-S WKC WKC WKC WKC WKC-S WKC-S WKC-S

Ø150 WKC-S WKC-S WKC-S WKC WKC WKC WKC-S WKC-S WKC-S

Ø160 WKC-S WKC-S WKC-S WKC-S WKC WKC WKC WKC-S WKC-S

Ø180 WKC-S WKC-S WKC-S WKC-S WKC-S WKC WKC WKC WKC-S

Ø200 WKC-S WKC-S WKC-S WKC-S WKC-S WKC-S WKC WKC WKC-S

Ø225 WKC-S WKC-S WKC-S WKC-S WKC-S WKC-S WKC-S WKC WKC

Ø250 WKC-S WKC-S WKC-S WKC-S WKC-S WKC-S WKC-S WKC-S WKC

DN

DC

WKC-SWKC
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20. tee 90° tr/90

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

PICTURE MEASUREMENTS

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

DENOTATIONS / PRODUCT CODES MATERIALS

21. tee 45° tr/45

TR   m   x  / 90  -  m   s

angle 90O

material

sheet thickness

diameter DN

denotation for heat resistant steel sheet

tee

TR   m   x  / 45  -  m   s

angle 45O

material

sheet thickness

diameter DN

denotation for heat resistant steel sheet

tee

Destination 
W W - W - ventilation ducts 

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

L [mm] 315 340 355 375 385 390 415 425 455 480 520 550 625 695 765 835 910

Weight [kg] 0.50 0.65 0.75 0.90 0.95 1.00 1.20 1.30 1.50 1.75 2.10 2.45 3.30 4.20 5.25 6.35 7.65

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

L [mm] 315 340 355 375 385 390 415 425 455 480 520 550 625 695 765 835 910

Weight [kg] 0.50 0.65 0.75 0.90 0.95 1.00 1.20 1.30 1.50 1.75 2.10 2.45 3.30 4.20 5.25 6.35 7.65

TR/90

TR/45
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22. straight PiPe z with revision rpr

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

RPR   m   x  -  m   s

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 0.40 0.50 0.55 0.60 0.66 0.70 0.75 0.80 0.90 1.00 1.13 1.27 1.52 1.76 2.02 2.27 2.52

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

diameter DN

material

sheet thickness

denotation for heat resistant steel sheet

straight pipe  with revision

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

23. Clean out of element wC

WC   m   x  -  m   s

diameter DN

material

sheet thickness

denotation for heat resistant steel sheet

clean out of element

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

k 170 160 155 150 145 140 135 155 145 135 157 145 145 145 145 145 145

Weight [kg] 0.90 1.00 1.05 1.10 1.10 1.10 1.15 1.30 1.35 1.40 1.60 1.70 1.95 2.20 2.45 2.70 2.95

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

RPR

WC
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24. Clean out element extension Pw

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

PICTURE MEASUREMENTS

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

DENOTATIONS / PRODUCT CODES MATERIALS

PW  /  L  -  m   s

length

material

sheet thickness

clean out element extension

DW  125 x 185  -  x

doors dimensions 125 x 185

material

Destination 
- W - W - ventilation ducts

- S - S - flue ducts  

- D - D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

- 8 - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

Length L 
[mm] 200 300 500 1000

fo
r s

=0
.6

Weight [kg] 0.60 0.90 1.50 2.95

Weight [kg] 0.6

25. Doors Dw

PW

DW
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26. Clean out element Plug zwC

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

ZWC  -  m   s
Destination 

W W - W - ventilation ducts 

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

clean of out element plug

material

sheet thickness

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

27. Draught regulator Door frame rcw rm-Dw

RM - DW 125x185   x

draught regulator door frame DW

material

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

- - - CH - stainless steel 1.4404

X X X X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

Weight [kg] 0.14 for s = 0.6

Weight [kg] 0.50

ZWC

RM-DW
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28. Draught regulator to DarCo Clean out element rcw

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

PICTURE MEASUREMENTS

Destination 
- W - W - ventilation ducts 

- S - S - flue ducts  

- D - D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

DENOTATIONS / PRODUCT CODES MATERIALS

RCW

draught regulator to DARCO clean out element

29. on PiPe mounteD Draught regulator rcr

Weight [kg] 0.80

Lp Name Value

1 Group 5

2 Norm DIN 4795

3 Underpressure range [Pa] 10  ÷  35

4 Max. fumes temp. [ºC] 400

5

Chimney parameters  
(chimney height not bigger 

than 20 m)

Max. chimney duct 
cross-section

 [cm2]

Max.diameter of 
a round chimney 

duct[cm]

I and II insulation class 500 25

III insulation class 750 31

NOTICE!
Mounting of the RCW regulator requires usage of the RM-DW 
door frame

RCR

on pipe mounted draught regulator

Destination 
- W - W - ventilation ducts

- S - S - flue ducts  

- D - D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Weight [kg] 0.80

Lp Name Value

1 Group 5

2 Norm DIN 4795

3 Underpressure range [Pa] 10  ÷  35

4 Max. fumes temp. [ºC] 400

5

Chimney parameters  
(chimney height not bigger 

than 20 m)

Max. chimney duct 
cross-section

 [cm2]

Max.diameter of 
a round chimney 

duct[cm]

I and II insulation class 500 25

III insulation class 750 31

RCR

RCW

diameter range
Ø120÷Ø200
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30.  reCtangular Draught regulator rCP

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

RCP Destination 

- W - W - ventilation ducts

- S - S - flue ducts  

- D - D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

rectangular draught regulator

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

Weight [kg] 0.70

Weight [kg] 0.80

Lp Name Value

1 Group 5

2 Norm DIN 4795

3 Underpressure range [Pa] 10  ÷  35

4 Max. fumes temp. [ºC] 400

5

Chimney parameters  
(chimney height not bigger 

than 20 m)

Max. chimney duct 
cross-section

 [cm2]

Max.diameter of 
a round chimney 

duct[cm]

I and II insulation class 500 25

III insulation class 750 31

RCO

round draught regulator

Destination 

- W - W - ventilation ducts

- S - S - flue ducts  

- D - D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

RCP

RCO

31. rounD Draught regulator rCo

Lp Name Value

1 Group 5

2 Norm DIN 4795

3 Underpressure range [Pa] 10  ÷  35

4 Max. fumes temp. [ºC] 400

5

Chimney parameters  
(chimney height not bigger 

than 20 m)

Max. chimney duct 
cross-section

 [cm2]

Max.diameter of 
a round chimney 

duct[cm]

I and II insulation class 500 25

III insulation class 750 31
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PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

32. rounD Draught regulator with anti-exPlosion system rco-ex

Weight [kg] 0.70

RCO-Ex

round draught regulator with anti-explosion system 

Destination 

- W - W - ventilation ducts

- S - S - flue ducts  

- D - D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

RCO-Ex

Lp Name Value

1 Group 5

2 Norm DIN 4795

3 Underpressure range [Pa] 10  ÷  35

4 Max. fumes temp. [ºC] 400

5

Chimney parameters  
(chimney height not bigger 

than 20 m)

Max. chimney duct 
cross-section

 [cm2]

Max.diameter of 
a round chimney 

duct[cm]

I and II insulation class 500 25

III insulation class 750 31

Chimney liner system <SWK>,<SWKZ>
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33. Chimney CaP Dk

PICTURE MEASUREMENTS

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

34. Chimney CaP Dk

DENOTATIONS / PRODUCT CODES MATERIALS

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

- 8 8 8 - Sheet thickness 0,8 mm

- 1 1 1 - Sheet thickness 1,0 mm

DK   m   x  -  m   s

diameter DN

material

sheet thickness

denotation for heat resistant steel sheet

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200

fo
r s

=0
.6

Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2

D 160 220 220 220 220 290 290 290 290 350

H 130 140 140 140 140 160 160 160 160 180

Weight [kg] 0.30 0.33 0.34 0.35 0.36 0.37 0.51 0.52 0.54 0.56

chimney cap

DK   m   x  -  m   s

diameter DN

material

sheet thickness

denotation for heat resistant steel sheet

chimney cap

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

Diameter DN Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 226.7 252.2 301.6 350.9 401.9 451.2 502.2

H 330 360 420 480 540 600 660

Weight [kg] 1.05 1.25 1.60 2.00 2.45 2.95 3.45

DK

DK
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35. single walleD flexible PiPe CaP Dkst

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

DKST   x  -  CH

material

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

36. vertiCal Drain bowl msp

diameter DN

single walled flexible pipe cap

Destination 
W - - W - ventilation ducts

S - - S - flue ducts  

- - - D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 - - 6 - Sheet thickness 0,6 mm

- - - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200

fo
r s

=0
.6

Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2

D 220 220 220 220 290 290 290 290 290 350

H 365 380 385 390 405 410 415 415 420 450

Weight [kg] 0.50 0.60 0.65 0.70 0.75 0.80 0.95 1.00 1.05 1.10

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

MSP   m   x  -  m   s

diameter DN

material

sheet thickness

denotation for heat resistant steel sheet

vertical drain bowl

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 80.1 100.8 112.0 123.1 132.7 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.1 101.8 113.0 124.1 133.7 141.7 152.9 162.4 183.1 202.2 227.7 253.2 303.1 352.4 403.4 452.7 503.7

Weight [kg] 0.35 0.45 0.50 0.50 0.55 0.65 0.70 0.75 0.85 0.90 1.00 1.10 1.30 1.50 1.75 1.95 2.15

DKST

MSP
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Chimney liner system <SWK>,<SWKZ>

37. roof Plate PD

PICTURE MEASUREMENTS

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

38. rain Collar kPD

DENOTATIONS / PRODUCT CODES MATERIALS

Destination 
elementu

- W - W -ventilation plate

- S - S - flue ducts  

- D - D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
blachy s

- - - 5 - Sheet thickness 0,5 mm

- 6 - 6 - Sheet thickness 0,6 mm

- - - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

PD   x  -  x

roof plate

diameter DN

material

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6

 (0
.5

)

Dz [mm] 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

A [mm] 250 250 250 250 250 250 300 300 300 330 350 400 450 500 550 600 650

B [mm] 200 200 200 200 200 200 250 250 250 280 300 350 400 450 500 550 600

Weight [kg] 0.35 0.40 0.40 0.40 0.40 0.40 0.50 0.50 0.50 0.60 0.65 0.80 0.95 1.10 1.25 1.40 1.55

KPD   x  -  x

rain collar

diameter DN

material

Destination 
- W - W - ventilation ducts

- S - S - flue ducts  

- D - D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- 6 - 6 - Sheet thickness 0,6 mm

- - - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6

 (0
.5

)

Dw [mm] 79.0 99.7 110.9 122.0 131.6 139.5 150.7 160.2 180.9 200.0 225.5 251.0 300.4 349.7 400.7 450.0 501.0

Dm [mm] 151 172 183 194 204 212 223 232 253 272 326 350 400 450 501 550 601

Weight [kg] 0.14 0.16 0.17 0.18 0.18 0.19 0.20 0.21 0.23 0.25 0.29 0.31 0.36 0.41 0.45 0.50 0.54

PD

KPD

holes 
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Chimney liner system <SWK>,<SWKZ>

39. ConDensate Drain bowl ms

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

MS   x  -  CH

material

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

40. ConDensate Drain bowl with siPhon msf

diameter DN

condensate drain bowl

Destination 
W - - W - ventilation ducts

S - - S - flue ducts  

D - - D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Destination 
W - - W - ventilation ducts

S - - S - flue ducts  

D - - D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

MSF   x  -  CH

condensate drain with siphon

diameter DN

material

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dk [mm] 81 102 113 123 134 142 152 166 183 202 228 253 303 355 404 453 504

A [mm] 230 230 230 230 230 230 260 260 260 260 upon order

h [mm] 60 60 60 57 55 60 52 45 41 43 60 60 60 60 60 60 60

Weight [kg] 0.20 0.25 0.25 0.30 0.30 0.30 0.35 0.40 0.50 0.60 0.60 0.70 0.85 1.05 1.35 1.60 1.85

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dk [mm] 81 102 113 123 134 142 152 166 183 202 228 253 303 355 404 453 504

h [mm] 60 60 60 57 55 60 52 45 41 43 60 60 60 60 60 60 60

Weight [kg] 0.20 0.25 0.25 0.30 0.30 0.30 0.35 0.40 0.50 0.60 0.60 0.70 0.85 1.05 1.35 1.60 1.85

MS

MSF



3 2

14. aDaPtor rury elastyCznej Duoflex aD

CATALOGue

2013

Chimney liner system <SWK>,<SWKZ>

41. stabilizing braCket ou

PICTURE MEASUREMENTS

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

42. Chimney DamPer szk

DENOTATIONS / PRODUCT CODES MATERIALS

OU   x  -  x

stabilizing bracket

diameter DN

material

Diameter DN Ø60 Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6

 (0
.5

)

Do [mm] 480 480 500 512 523 532 540 552 561 582 602 626 652 702 752 802 852 902

Dw [mm] 60.4 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Weight [kg] 0.10 0.10 0.10 0.10 0.10 0.10 0.10 0.10 0.10 0.15 0.15 0.15 0.15 0.20 0.20 0.20 0.20 0.25

SZK   m   x  -  m   s

diameter DN

material

sheet thickness

Destination 
W - - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

8 - 8 8 - Sheet thickness 0,8 mm

1 - 1 1 - Sheet thickness 1,0 mm

Diameter DN Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300

fo
r s

=1
.0

Dz 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6

Dk 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6

h [mm] 220 230 240 250 260 280 300 325 350 400

m [mm] 660 660 660 800 800 800 800 800 800 800

Weight [kg] 1.45 1.55 1.65 1.80 1.90 2.15 2.45 2.85 3.30 4.30

Destination 
- W - W - ventilation ducts

- S - S - flue ducts  

- D - D - smoke ducts

Material

- - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

denotation for heat resistant steel sheet

chimney damper

OU

SZK

spring sheet

30
 fo

r Ø
> 28

0

20
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Chimney liner system <SWK>,<SWKZ>

43. simPlifieD Chimney DamPer szk-reg

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

SZK   m   x  -  m   s  -  REG

to be used with a knob

AVAILABLE DAMPER KNOBS

sheet thickness

material

Diameter DN Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300

fo
r s

=1
.0

Dz 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6

Dk 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6

h [mm] 220 230 240 250 260 280 300 325 350 400

m [mm] 690 690 690 690 690 690 690 690 690 690

Weight [kg] 1.25 1.35 1.45 1.60 1.70 1.95 2.25 2.65 3.10 4.10

Destination 
W - - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- - - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

8 - 8 8 - Sheet thickness 0,8 mm

1 - 1 1 - Sheet thickness 1,0 mm

diameter DN

denotation for heat resistant steel sheet

simplified chimney damper

aDDitional aCCesories

FLExIBLE SHAFT

SZK-REG

SZK-REG-LIGHT

SZK-REG-WG

SZK-REG
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44. intermeDiate suPPort PP

PICTURE MEASUREMENTS

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

45. telesCoPiC PiPe rt

DENOTATIONS / PRODUCT CODES MATERIALS

PP   m   x  -  m   s

diameter DN

material

sheet thickness

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz [mm] 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk [mm] 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

A [mm] 250 250 250 250 250 250 300 300 300 330 350 400 450 550 550 600 650

Weight [kg] 0.75 0.80 0.85 0.87 0.90 0.95 1.10 1.15 1.20 1.35 1.50 1.85 2.20 2.55 2.90 3.30 3.70

RT   m   x  / 2x L  -  m   s

length, for example 2x250

material

sheet thickness

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

diameter DN

denotation for heat resistant steel sheet

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

denotation for heat resistant steel sheet

intermediate support

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6

L=
2x

 2
50Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 0.60 0.76 0.84 0.93 1.00 1.06 1.14 1.21 1.37 1.51 1.70 1.90 2.27 2.64 3.03 3.40 3.78

telescopic pipe

PP

RT

fo
r

for
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46. soliD elbow 90o with revision ksr/90

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

KSr   m   x  / 90  -  m   s  

sheet thickness

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

47. soliD elbow 90o ks/90

material

angle 90O

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz [mm] 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk [mm] 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 0.32 0.48 0.54 0.62 0.66 0.74 0.80 0.97 1.10 1.21 1.36 1.82 2.27 2.64 3.75 4.55 5.44

diameter DN

denotation for heat resistant steel sheet

solid elbow with revision

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz [mm] 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk [mm] 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 0.32 0.48 0.54 0.62 0.66 0.74 0.80 0.97 1.10 1.21 1.36 1.82 2.27 2.64 3.75 4.55 5.44

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

KS   m   x  / 90  -  m   s  

sheet thickness

material

angle 90O

diameter DN

denotation for heat resistant steel sheet

solid elbow

KSr/90

KS/90

for

for
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48. soliD elbow 45o ks/45

PICTURE MEASUREMENTS

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

49. soliD elbow 30o ks/30

DENOTATIONS / PRODUCT CODES MATERIALS

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz [mm] 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk [mm] 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 0.25 0.35 0.40 0.45 0.50 0.50 0.55 0.60 0.70 0.80 0.95 1.10 1.40 1.70 2.10 2.50 2.95

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

KS   m   x  / 45  -  m   s  

sheet thickness

material

angle 45O

diameter DN

denotation for heat resistant steel sheet

solid elbow

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz [mm] 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk [mm] 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 0.25 0.30 0.35 0.40 0.45 0.45 0.50 0.55 0.65 0.70 0.80 0.95 1.20 1.45 1.75 2.05 2.40

KS   m   x  / 30  -  m   s  

sheet thickness

material

angle 30O

diameter DN

denotation for heat resistant steel sheet

solid elbow

KS/45

KS/30

fo
r

fo
r



3 7

14. aDaPtor rury elastyCznej Duoflex aD

CATALOGue

DARCO Sp. z o.o. | 39-206 Pustków Osiedle 48  Poland | Branch 39-200 Dębica ul.Metalowców 43 Poland|
phone: + 48 14 680 90 00 | fax: + 48 14 680 90 01 | www.darco.com.pl | e-mail: darco@darco.com.pl

Chimney liner system <SWK>,<SWKZ>

50. air tight aDjustable elbow 90o knu/90

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

KNU   x  / 90  -  m   s  

sheet thickness

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

51. aDjustable elbow with fastening ClamPs anD revision 90o kns/90-3 seg

material

angle 90O

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø150 Ø180 Ø200

fo
r s

=0
.5

Dz [mm] 80.2 100.9 112 123.1 132.7 150.8 182 201.1

Dk [mm] 81 101.9 113 124.1 133.7 152.8 183 202.1

b1 [mm] 166 182 187 204 201 223 238 247

b2 [mm] 164 180 184 202 200 221 236 245

L [mm] 286 312 318 348 345 383 395 415

Weight [kg] 0.27 0.37 0.42 0.49 0.53 0.79 0.95 1.15

diameter DN

air tight adjustable elbow

Destination W W - W - ventilation ducts

S - - S - flue ducts  

Material
CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

Sheet thickness
s

5 5 - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

- - - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
 s

- - - 5 - Sheet thickness 0,5 mm

- - - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

KNSr   m   x  / 90  -  m   s  -  3 seg 

sheet thickness

material

angle 90O

diameter DN

denotation for heat resistant steel sheet

adjustable  elbow with fastening clamps and revision 

Diameter DN Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250

fo
r s

=0
.6

Dz [mm] 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2

Dk [mm] 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.0

b1 [mm] 70 70 70 70 70 70 70 70 70

b2 [mm] 205 205 210 210 205 205 220 205 220

Weight [kg] 0.62 0.66 0.74 0.80 0.97 1.10 1.21 1.36 1.82

KNU/90

KNSr/90

CAUTION:
Elbow equiped with special seals on 
all segment connections. That assu-
res perfect tightness in all positions.
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52. aDjustable elbow with fastening ClamPs 90o kns/90 (Ø120÷Ø250)-4 segments

PICTURE MEASUREMENTS

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

53. aDjustable elbow with fastening ClamPs 90o kns/90 (Ø300÷Ø500)-4 segments

DENOTATIONS / PRODUCT CODES MATERIALS

Destination 
elementu

W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 - Sheet thickness 1,0 mm

Diameter DN Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250

fo
r s

=0
.6Dz [mm] 226.7 252.2 301.6 350.9 401.9 451.2 502.2 226.7 252.2

Dk [mm] 227.7 253.2 302.6 351.9 402.9 452.2 503.2 227.7 253.2

Weight [kg] 0.62 0.66 0.74 0.80 0.97 1.10 1.21 1.36 1.82

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - - D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - - Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

- - - 8 - Sheet thickness 0,8 mm

- - - 1 - Sheet thickness 1,0 mm

KNS   m   x  / 90  -  m   s  -  4seg 

sheet thickness

material

angle 90O

diameter DN

denotation for heat resistant steel sheet

adjustable elbow with fastening clamps

KNS   m   x  / 90  -  m   s  -  4seg 

sheet thickness

material

angle 90O

diameter DN

denotation for heat resistant steel sheet

adjustable elbow with fastening clamps

Diameter DN Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz [mm] 301.6 350.9 401.9 451.2 502.2

Dk [mm] 302.6 351.9 402.9 452.2 503.2

Weight [kg] 2.27 2.64 3.75 4.55 5.44

KNS/90

KNS/90

for

for
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54. aDjustable elbow with fastening ClamP 45o kns/45 (Ø120÷Ø500)

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

KNS   m   x  / 45  -  m   s  

sheet thickness

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

55. straight PiPe with measuring outlet 1/2” roP-1/2

material

angle 45O

Diameter DN Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz [mm] 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk [mm] 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 0.45 0.50 0.50 0.55 0.60 0.70 0.80 0.95 1.10 1.40 1.70 2.10 2.50 2.95

diameter DN

denotation for heat resistant steel sheet

adjustable elbow with fastening clamp

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 1.20 1.50 1.70 1.85 2.00 2.10 2.30 2.40 2.75 3.00 3.40 3.80 4.55 5.30 6.05 6.80 7.55

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

ROP   m   x  /  L  -  m   s  -  1/2  

measuring outlet ½”

sheet thickness

material

length [mm]

diameter DN

denotation for heat resistant steel sheet

for diameters Ø120÷Ø250 for diameters Ø300÷Ø500

straight pipe with measuring outlet 1/2

KNS/45

ROP-1/2

fo
r
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56. straight PiPe with measuring outlet m64x4 rop-64

PICTURE MEASUREMENTS

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

57. straight PiPe with a DamPer rPP

DENOTATIONS / PRODUCT CODES MATERIALS

Destination 
W W - W - ventilation ducts 

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 0.40 0.50 0.60 0.65 0.75 0.80 0.85 1.00 1.20 1.40 1.70 2.00 2.75 3.60 4.60 5.70 6.90

RPP   m   x  / L  -  m   s  

sheet thickness

material

length [mm]

diameter DN

denotation for heat resistant steel sheet

straight pipe with a damper

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r s

=0
.6Dz 80.2 100.9 112.1 123.2 132.8 140.7 151.9 161.4 182.1 201.2 226.7 252.2 301.6 350.9 401.9 451.2 502.2

Dk 81.2 101.9 113.1 124.2 133.8 141.7 152.9 162.4 183.1 202.2 227.7 253.2 302.6 351.9 402.9 452.2 503.2

Weight [kg] 1.20 1.50 1.70 1.85 2.00 2.10 2.30 2.40 2.75 3.00 3.40 3.80 4.55 5.30 6.05 6.80 7.55

ROP   m   x  /  L  -  m   s  -  64 

measuring outlet M64x4

sheet thickness

material

length [mm]

diameter DN

denotation for heat resistant steel sheet

straight pipe with measuring outlet

ROP-64

RPP

fo
r

fo
r
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58. reDuCing tee  yr

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

YR   m   x  / 2x   y  -  m  -  s  

thickness

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

59. segmenteD reDuCer  rD-k

material

diameter DN2

Diameter DN1 Ø180 Ø200 Ø225

Diameter DN2 Ø110 Ø120 Ø130 Ø140 Ø150

inlet diameter DN1

denotation for heat resistant steel sheet

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
 s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

RD   m   B x A  /  x  -  m  -  s  -  K 

bell connection 

thickness

material

inlet diameter  [mm]

duct dimension A [mm]

duct dimension B [mm]

Diameter DN Ø150 Ø160 Ø170 Ø180 Ø190 Ø200 Ø210 Ø225 Ø250 Ø300

fo
r s

=0
.6Dk [mm] 152.9 162.4 172.0 183.1 192.7 202.2 211.8 227.7 253.2 302.6

Az [mm] 120 125 135 120 120 120 120 125 135 235

Bz [mm] 120 130 135 165 180 200 210 230 260 235

Weight [kg] 0.60 0.63 0.66 0.70 0.73 0.78 0.80 0.87 0.97 1.15

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

- - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mmreducing tee

denotation for heat resistant steel sheet

reducer 

YR

RD-K
bell

spigot
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60. segmenteD reDuCer rD-n

PICTURE MEASUREMENTS

PICTURE MEASUREMENTS

DENOTATIONS / PRODUCT CODES MATERIALS

61. segmenteD reDuCer rD-ns - asymmetriCal

DENOTATIONS / PRODUCT CODES MATERIALS

Destination 
W W - W - ventilation ducts 

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

Diameter DN Ø150 Ø160 Ø170 Ø180 Ø190 Ø200 Ø210 Ø225 Ø250 Ø300

fo
r s

=0
.6Dz [mm] 151.9 161.4 171.0 182.1 191.7 201.2 210.8 226.7 252.2 301.6

Aw [mm] 120 125 135 120 120 120 120 125 135 235

Bw [mm] 120 130 135 165 180 200 210 230 260 235

Weight [kg] 0.60 0.63 0.66 0.70 0.73 0.78 0.80 0.87 0.97 1.15

RD   m   B x A  /  x  -  m  -  s  -  N 

spigot-type  connection

thickness

material

 inlet diameter [mm]

duct dimension A  [mm]

duct dimension B  [mm]

denotation for heat resistant steel sheet

reducer 

RD   m   B x A  /  x  -  m  -  s  -  N  -  NS

asymmetrical

spigot-type connection

thickness

material

inlet diameter [mm]

duct dimension A  [mm]

duct dimension B [mm]

denotation for heat resistant steel sheet

Diameter DN Ø150 Ø160 Ø170 Ø180 Ø190 Ø200 Ø210 Ø225 Ø250 Ø300

fo
r s

=0
.6Dz [mm] 151.9 161.4 171.0 182.1 191.7 201.2 210.8 226.7 252.2 301.6

Aw [mm] 120 125 135 120 120 120 120 125 135 235

Bw [mm] 120 130 135 165 180 200 210 230 260 235

Weight [kg] 0.60 0.63 0.66 0.70 0.73 0.78 0.80 0.87 0.97 1.15

reducer

RD-N

RD-NS

spigot

bell
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PICTURE                                                                                           MEASUREMENTS

62. tee Plug zt n/k

ZT-N/K

Diameter DN Ø80 Ø100 Ø110 Ø120 Ø130 Ø140 Ø150 Ø160 Ø180 Ø200 Ø225 Ø250 Ø300 Ø350 Ø400 Ø450 Ø500

fo
r 

s=
0.

6

Weight [kg] 0.12 0.15 0.17 0.19 0.20 0.22 0.24 0.26 0.30 0.35 0.42 0.48 0.63 0.80 1.00 1.20 1.40

Destination 
W W - W - ventilation ducts

S - - S - flue ducts  

- - D D - smoke ducts

Material

CH - - CH - stainless steel 1.4404

- X - X - stainless steel 1.4301

- - Z Z - heat resistant steel 1.4828

Sheet thickness
s

5 - - 5 - Sheet thickness 0,5 mm

6 6 - 6 - Sheet thickness 0,6 mm

8 8 8 8 - Sheet thickness 0,8 mm

1 1 1 1 - Sheet thickness 1,0 mm

DENOTATIONS / PRODUCT CODES MATERIALS

   ZT     x   -  m      s  - K/N

tee plug

diameter DN

material

sheet thickness

version


